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TECHICAL SPECIFICATION SHEET 
BIO.FLAT ECONOMY T10-T11-T12 

 

ACP flat panels with 

XPS core  

TYPE T10-T11-T12 
Formats: 900Χ2100, 1000Χ2000, 1220Χ2500 

Colors: RAL9016-RAL8014-RAL8017-RAL7016,SILVER 

ANOD 
Branding: Βιο.flat economy 

 

 

Face sheet : 

 

Aluminium composite panel sheet  

 Polyester coated (PE)  according to RAL  

 Surfaces protection with foil 

Peel strength: 0.84 kgf/mm  

Aluminium temper : 1100 H16 

Relevant standards: ASTM (D7091-05, D523-08, 

D903-98 2010) 

 

Core material:  

Extruded polystyrene GV (XPS) 

 Thermal conductivity : 0.033 W/m.k 

 Density ( specific weight) :33kg/m
3
 

 Compressive strength @ 10% deformation : 

300kPa 

 Coefficient of linear thermal expansion 0.07 

mm/(m.K) 

Relevant standards: ΕΝ 13164, EN 826,EN 1602 

 

Face sheet : 

Core material XPS: 

Face sheet : 

Total thickness:  

Weight : 

U value 
1
:
 

 

1
software values 

2 mm +/-0.15 

20 mm +/0.10 

2 mm +/-0.15  

24 mm +/-0.2 

Kg/m
2  

5.6 

1.314 W/m
2
k 

 

 

 

Tolerances on dimensions according to EN 822, EN 823  


